












QUARZO PAINT
Pittura al quarzo fine per esterni, caratterizzata 

da ottima adesione e resistenza alle sollecitazioni 

meteoriche, oltre ad un’eccezionale bianchezza. 

Opaco e di aspetto omogeneo, si distingue per la 

facile applicabilità e la buona copertura che, insieme 

all’elevata resistenza alla formazione di alghe e muffe, 

ne fanno il prodotto ideale per tutti i tipi di intonaci 

civili che necessitano della giusta protezione insieme 

al gradevole aspetto estetico. 

Fine quartz paint for exteriors, characterized by

excellent adhesion and resistance to meteoric 

stress, further exceptional whiteness. Opaque and 

homogeneous in appearance, it stands out for its easy

applicability and good coverage which, together with 

the high resistance to the formation of algae and mold, 

make it the ideal product for all types of civil plasters 

that need the right protection along with the pleasing 

appearance. 

4-6 m2/lt
per 2 strati
for 2 layers

spruzzo
spray

rullo
roller

pennello
brush

diluizione
20-25% acqua
20-25% water

8-10 ore
8-10 hours

2 mani
2 coats

ACRISOL
Pittura acril-silossanica al quarzo ultra fine. Grazie alla 

spiccata resistenza alle aggressioni chimiche, all’ottima 

traspirabilità e alla riluttanza alla formazione di alghe e 

muffe, ne fanno il riferimento qualitativo delle tradizionali 

idropitture per esterni. Ideale per tutti quei manufatti che 

richiedono un alto standard estetico in quanto oltre alla 

sottile finitura, la componente silossanica impartisce al 

film applicato una bassa presa di sporco e idrorepellenza, 

e quindi garantisce tinte inalterate nel tempo. 

Ultra-fine quartz acrylic-siloxane paint. Thanks to the 

strong resistance to chemical aggression,excellent 

perspirability and reluctance to the formation of algae 

and molds, make it the qualitative reference of traditional 

outdoor water paints. Ideal for all those artifacts that 

require a high aesthetic standard as in addition to 

the thin finish, the siloxane component imparts a low

dirtying and water repellency to the applied film, and 

therefore it guarantees unchanging colors over time. 

4-5 m2/lt
per 2 strati
for 2 layers

spruzzo
spray

rullo
roller

pennello
brush

diluizione prima mano
20-30% acqua
20-30% water
diluizione seconda mano
15-20% acqua
15-20% water

8-10 ore
8-10 hours

2 mani
2 coats

ALCAQUARZ
Pittura al quarzo fine per esterni con elevata resistenza 

agli agenti atmosferici e potere riempitivo, traspirabilità 

e resistenza al lavaggio ottimali. Aspetto opaco e 

omogeneo, ideale per mascherare imperfezioni. 

Granulometria massima: 0,05 mm. Adatta a edifici 

antichi e stabili nuovi su intonaci a base di calce e 

cemento.

Fine exterior quartz paint with high resistance 

to weathering and optimal filling power, 

breathability, and wash resistance. Matte 

and uniform appearance, ideal for concealing 

imperfections. Maximum particle size: 0,05 

mm. Suitable for both old buildings and new

structures with lime and cement-based plaster.

4-5 m2/lt
per 2 strati
for 2 layers

spruzzo
spray

rullo
roller

pennello
brush

diluizione
20-25% acqua
20-25% water

8-10 ore
8-10 hours

2 mani
2 coats

4-5 m2/lt
per 2 strati
for 2 layers

spruzzo
spray

rullo
roller

pennello
brush

diluizione
20-25% acqua
20-25% water

8-10 ore
8-10 hours

2 mani
2 coats




